
SAE 01     <tab>NPTF_ABH DN Zoll size mm NPTF A B H
10177-8-8 12 1/2 -8 12.7 1/2x14 69 35 22
10177-8-12 19 3/4 -12 19.1 1/2x14 87 41 30
10177-12-12 19 3/4 -12 19.1 3/4x14 87 41 30
10177-16-16 25 1 -16 25.4 1x11 1/2 103 49 36
10177-20-20 31 1 1/4 -20 31.8 1 1/4x11 116 53 46
10177-24-24 38 1 1/2 -24 38.1 1 1/2x11 124 57 50
10177-32-32 51 2 -32 50.8 2x11 143 66 65

SAE 03     <tab>UNF_ABH DN Zoll size mm UNF A B H
10377-8-8 12 1/2 -8 12.7 3/4x16 66.45 32 22
10377-10-8 12 1/2 -8 12.7 7/8x14 69 34 24
10377-10-10 16 5/8 -10 15.9 7/8x14 76 38 24
10377-12-10 16 5/8 -10 15.9 1 1/16x12 82 43 30
10377-12-12 19 3/4 -12 19.1 1 1/16x12 89 43 30
10377-16-12 19 3/4 -12 19.1 1 5/16x12 92 46 36
10377-16-16 25 1 -16 25.4 1 5/16x12 101.4 47 36
10377-20-16 25 1 -16 25.4 1 5/8x12 110 56 50
10377-20-20 31 1 1/4 -20 31.8 1 5/8x12 118 55 50
10377-32-32 51 2 -32 50.8 2 1/2x12 148 71 65

Part	Number
Hose I.D. Thread A B H

DN Inch Size mm NPTF mm mm mm

Part	Number
Hose I.D. Thread A B H

DN Inch Size mm UNF mm mm mm

01 Male NPTF Pipe
Rigid – Straight
sae J476a / J516 – agN

03 Male JIC 37° – Rigid
Straight
iso12151-5-s – agJ 

Parkrimp	No-Skive	Fittings
77 Series

High Pressure
SAE

Catalogue 4400/UKDe-9

approved fitting series for hose types:
 787TC | 797TC 77
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