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 Nickel-Plated Brass Adaptors 

 C1  C2  F  L  Kg 

 R1/4  G1/8  0904 10 13  14  16  0.010  

 R3/8  G1/8  0904 10 17  17  16.5   0.021  

 R1/2  G1/8  0904 10 21  22  19.5   0.046  

 R3/8  G1/4  0904 13 17  17  16.5   0.015  

 R1/2 
 G1/4  0904 13 21  22  19.5   0.033  

 G3/8  0904 17 21  22  19.5   0.024  

 R3/4 
 G3/8  0904 17 27  27  23  0.057  

 G1/2  0904 21 27  27  23  0.045  

 R1 
 G1/2  0904 21 34  34  27  0.103  

 G3/4  0904 27 34  34  27  0.770  
  

 Nickel-plated brass 

 Reducer, Male BSPT/Female BSPP Thread  0904   

 C1  C2  E  F  L  Kg 

 G1/8  M5x0.8   0905 19 10*  6  14  4.5   0.008  

 G1/4  G1/8  0905 10 13*  8  17  5  0.011  

 G3/8  G1/8  0905 10 17*  9  19  5  0.019  

 G1/2  G1/8  0905 10 21  10  24  5.5   0.034  

 G3/8  G1/4  0905 13 17  9  19  5  0.013  

 G1/2 
 G1/4  0905 13 21  10  24  5.5   0.032  

 G3/8  0905 17 21  10  24  5.5   0.021  

 G3/4 
 G3/8  0905 17 27  11  30  6.5   0.054  

 G1/2  0905 21 27*  11  30  6.5   0.040  
 *Please contact us for detailed drawings of external thread. 

  

 Nickel-plated brass 

 Reducer, Male BSPP/Female BSPP and Metric Thread  0905   

 C1  C2  E1  E2  F  L  Kg 

 M5x0.8   G1/8  0906 10 19  4  8  14  10.5   0.010  

 G1/8 

 G1/8  0906 00 10  6  8  14  10.5   0.011  

 G1/4  0906 10 13  6  11  17  13.5   0.017  

 G3/8  0906 10 17  6  11.5   22  14.5   0.030  

 G1/4 

 G1/4  0906 00 13  8  11  17  13.5   0.019  

 G3/8  0906 13 17  8  11.5   22  14.5   0.032  

 G1/2  0906 13 21  8  14  24  18  0.037  

 G3/8 
 G3/8  0906 00 17  9  11.5   22  14.5   0.034  

 G1/2  0906 17 21  9  14  24  18  0.038  

 G1/2  G1/2  0906 00 21  10  14  26  20  0.053  
  

 Nickel-plated brass 

 Increaser, Male BSPP and Metric/Female BSPP Thread  0906   

 C1  C2  F  L  Kg 

 R1/8  G1/8  0933 00 10  14  10  0.011  

 R1/4  G1/4  0933 00 13  17  13.5   0.021  

 R3/8  G3/8  0933 00 17  22  14.5   0.037  

 R1/2  G1/2  0933 00 21  26  18  0.059  

 R1/8 
 G1/4  0933 10 13  17  13.5   0.018  

 G3/8  0933 10 17  22  14.5   0.029  

 R1/4 
 G3/8  0933 13 17  22  14.5   0.034  

 G1/2  0933 13 21  24  18  0.045  

 R3/8  G1/2  0933 17 21  24  18  0.030  

 R1/2  G3/4  0933 21 27  32  23.5   0.080  
  

 Nickel-plated brass 

 Increaser, Male BSPT/Female BSPP Thread  0933   
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 C  E  F  L  Kg 

 G1/8 
 0907 00 10  6  14  16  0.015  

 0907 00 10 01  6  14  36  0.030  

 G1/4 
 0907 00 13  8  17  27  0.032  

 0907 00 13 01  8  17  43  0.047  
  

 Nickel-plated brass 

 Equal Extended Adaptor, Male/Female BSPP Thread  0907   

 C  C1  F  F1  K
max  L  L1  ØT  Kg 

 M5x0.8   M10x1  0920 00 19  14  14  7  10.5   3.5   10.5   0.012  

 G1/8  M16x1.5   0920 00 10  19  22  10  14  4  16.5   0.029  

 G1/4  M20x1.5   0920 00 13  24  27  16  21  4  20.5   0.056  

 G3/8  M26x1.5   0920 00 17  30  32  15  21  5  26.5   0.094  

 G1/2  M28x1.5   0920 00 21  32  36  21  27  6  28.5   0.115  
  

 Nickel-plated brass 

 Bulkhead Connector, Female BSPP and Metric Thread  0920   

 Nickel-Plated Brass Adaptors 

L

C
C1

 C1  C2  F  L  Kg 

 R1/8 

 R1/8  0900 00 10  12  20.5   0.009  

 R1/4  0900 10 13  14  24  0.015  

 R3/8  0900 10 17  17  24.5   0.020  

 R1/4 

 R1/4  0900 00 13  14  27  0.019  

 R3/8  0900 13 17  17  27.5   0.025  

 R1/2  0900 13 21  22  30.5   0.045  

 R3/8 
 R3/8  0900 00 17  17  28  0.025  

 R1/2  0900 17 21  22  31  0.045  

 R1/2 
 R1/2  0900 00 21  22  33.5   0.044  

 R3/4  0900 21 27  27  37  0.083  

 R3/4 
 R3/4  0900 00 27  27  39.5   0.079  

 R1  0900 27 34  34  42.5   0.143  

 R1  R1  0900 00 34  34  45.5   0.152  
  

 Nickel-plated brass 

 Equal and Unequal Adaptor, Male BSPT Thread  0900   

 C1  C2  E  E1  F  L  Kg 

 M5x0.8  
 M5x0.8   0901 00 19  4  4  8  11.5   0.002  

 G1/8  0901 19 10  4  6  14  14.5   0.008  

 G1/8 

 G1/8  0901 00 10  6  6  14  16.5   0.009  

 G1/4  0901 10 13  6  8  17  19  0.016  

 G3/8  0901 10 17  6  9  19  20  0.020  

 G1/4 

 G1/4  0901 00 13  8  8  17  21  0.019  

 G3/8  0901 13 17  8  9  19  22  0.023  

 G1/2  0901 13 21  8  10  24  23.5   0.036  

 G3/8 
 G3/8  0901 00 17  9  9  19  23  0.025  

 G1/2  0901 17 21  9  10  24  24.5   0.038  

 G1/2 
 G1/2  0901 00 21  10  10  24  25.5   0.039  

 G3/4  0901 21 27  10  12  30  27.5   0.062  
  

 Nickel-plated brass 

 Equal and Unequal Adaptor, Male BSPP and Metric Thread  0901   
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 Tube Supports 

 ØD1  ØD2  L  Kg 

 4 
 2  0127 04 00  11  0.001  

 2.7   0127 04 27  11  0.001  

 5 
 3  0127 05 03  11  0.001  

 3.3   0127 05 00  11.5   0.009  

 6  4  0127 06 00  11.5   0.001  

 8 
 5.5   0127 08 55  14  0.001  

 6  0127 08 00  14  0.001  

 10 

 7  0127 10 07  18  0.001  

 7.5   0127 10 75  18  0.001  

 8  0127 10 00  18  0.002  

 12 

 8  0127 12 08  18  0.002  

 9  0127 12 09  18  0.001  

 10  0127 12 00  18  0.001  

 14 
 11  0127 14 11  18  0.002  

 12  0127 14 00  18  0.002  

 15  12  0127 15 12  18  0.002  

 16  13  0127 16 13  18  0.003  

 18  14  0127 18 14  19.5   0.003  

 20  15  0127 20 15  20.5   0.003  

 22  16  0127 22 16  21  0.004  

 25  19  0127 25 19  25  0.007  
 This tube support guarantees good gripping, at high temperatures and pressures, by preventing collap-

sing of the tube.   

 Brass 

 Brass Tube Support for Polymer Tubing  0127   

 ØD1  ØD2  L  Kg 

 6  4  1827 06 00  11.5   0.001  

 8  6  1827 08 00  14  0.001  

 10  8  1827 10 00  18  0.001  

 12 
 9  1827 12 09  18  0.001  

 10  1827 12 00  18  0.001  

 16  14  1827 16 00  18  0.002  
 This tube support is necessary when using fluoropolymer tubing at all temperatures compatible with the 

fitting/tubing assembly. 

  

 Stainless steel 316L 

 Stainless Steel Tube Support for Fluoropolymer Tubing  1827   

Geeve Hydraulics 2016 ©   |   Catalog 2016 Parker Legris Master Catalogue 9-19


